A39 Range
One stage belt driven
COMpPressors

The A39 takes you one step further, with more
power and more air.

. . . . ) Unique innovative belt guard
If you are performing tasks which require more air delivery, the A39 design to improve cooling

compressors are a good match. They are user-friendly and simple
to operate, and amongst other tasks, they can be used for impact

wrenching, and more intensive hammering.
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Performance Large and stable operation
Slow speed
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"® User-friendliness
Easy oil check and refilling

Full handle for extra solidity
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Model Partnumber L Vmin CFM B rpm Volt Bar dB(A) L x W xH(mm) Kg

Model Partnumber L I/min CFM pm Vot  Bar dB(A) LxWxH(mm) Kg
A39 90 CM3 4116024519 | 90 | 393 [138| 3 |22 |1050(230/1/50 | 10 | 93 |1180x460x 930 72 A39200 CM3 4116024151 | 200 | 393 |138| 3 | 2,2 | 1050 [230/1/50 | 10 | 93 |1500x470x1110| 91
A3990 CT3 4116024520 | 90 | 393 [13,8| 3 |22 |1050|400/3/50 | 10 | 93 |1180x460x930| 72 A39200 CT3 4116024152 | 200 | 393 |138| 3 | 2,2 | 1050 [400/3/50 | 10 | 93 |1500x470x1110| 91
A39 150 CM3 4116024149 | 150 | 393 [13,8| 3 |22 |1050|230/1/50 | 10 | 93 |1375x420x950| 87 A39 270 CM3 4116024548 | 270 | 393 |138| 3 | 2,2 | 1050 |230/1/50 | 10 | 93 |1530x595x 1160 | 138
A39 150 CT3 4116024150 | 150 | 393 [ 13,8 | 3 | 2,2 |1050|400/3/50 | 10 | 93 |1375x420x 950 87 A39270 CT3 4116024549 | 270 | 393 |138| 3 | 2,2 | 1050 |400/3/50 | 10 | 93 |1530x595x 1160 | 138




